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All Parts In This Catalog Are RoHS & REACH Compliant.
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Inspection Note: Ends of legs may not line up, if clamp is closed around non-rigid tubing or hose. For inspection, close around a hard mandrel.

MATERIAL:  HD Galv Steel, Per ASTM A653/A653M; Stainless Steel, Per ASTM A240/A666
CUSHION: EPDM per SAE J200/ASTM D2000 BC715A14C12EO34
OPTIONAL CUSHION: Silicone per AMS3304, SAE J200/ASTM D2000 M2GE706

DOUBLE TUBE CLAMPS Extruded Liner

CDL
(D)

FINISH:  Z1 - HD Galv Steel, Chem Treated G90
CDL: Parts Have One Round and One Slotted Hole
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Clamping  
Diameter Part Number Center To  

Center Width Slot Length Hole  
Diameter

Hole Center  
To End Gap Material  

Thickness
±.031 ±.031 ±.010 ±.020 ±.005 ±.015 ±.031 ±.002

.250

CDL-0409 .593 .500 .375 .281 .312 .062 .032

CDL-0411 .656 .625 .437 .343 .375 .062 .032

CDL-0413 .718 .750 .500 .406 .437 .062 .032

.312

CDL-0509 .625 .500 .375 .281 .312 .062 .032

CDL-0511 .687 .625 .437 .343 .375 .062 .032

CDL-0513 .750 .750 .500 .406 .437 .062 .032

.375

CDL-0609 .656 .500 .375 .281 .312 .062 .032

CDL-0611 .718 .625 .437 .343 .375 .062 .032

CDL-0613 .781 .750 .500 .406 .437 .062 .032

.437

CDL-0709 .687 .500 .375 .281 .312 .062 .032

CDL-0711 .750 .625 .437 .343 .375 .062 .032

CDL-0713 .812 .750 .500 .406 .437 .062 .032

.500

CDL-0809 .718 .500 .375 .281 .312 .062 .032

CDL-0811 .781 .625 .437 .343 .375 .062 .048

CDL-0813 .843 .750 .500 .406 .437 .062 .048

.562

CDL-0909 .750 .500 .375 .281 .312 .062 .032

CDL-0911 .812 .625 .437 .343 .375 .062 .048

CDL-0913 .875 .750 .500 .406 .437 .062 .048

.625

CDL-1009 .812 .500 .375 .281 .312 .062 .032

CDL-1011 .843 .625 .437 .343 .375 .062 .048

CDL-1013 .906 .750 .500 .406 .437 .062 .048

.687

CDL-1109 .843 .500 .375 .281 .312 .062 .032

CDL-1111 .875 .625 .437 .343 .375 .062 .048

CDL-1113 .937 .750 .500 .406 .437 .062 .048

.750

CDL-1209 .875 .500 .375 .281 .312 .062 .032

CDL-1211 .906 .625 .437 .343 .375 .062 .048

CDL-1213 .968 .750 .500 .406 .437 .062 .048

.812

CDL-1309 .906 .500 .375 .281 .312 .062 .032

CDL-1311 .937 .625 .437 .343 .375 .062 .048

CDL-1313 1.000 .750 .500 .406 .437 .062 .048
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33Inspection Note: Ends of legs may not line up, if clamp is closed around non-rigid tubing or hose. For inspection, close around a hard mandrel.
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MATERIAL:  HD Galv Steel, Per ASTM A653/A653M; Stainless Steel, Per ASTM A240/A666
CUSHION: EPDM per SAE J200/ASTM D2000 BC715A14C12EO34
OPTIONAL CUSHION: Silicone per AMS3304, SAE J200/ASTM D2000 M2GE706

DOUBLE TUBE CLAMPS Extruded Liner
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FINISH:  Z1 - HD Galv Steel, Chem Treated G90
CDL: Parts Have One Round and One Slotted Hole
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Clamping  
Diameter Part Number Center To  

Center Width Slot Length Hole  
Diameter

Hole Center  
To End Gap Material 

Thickness
±.031 ±.031 ±.010 ±.020 ±.005 ±.015 ±.031 ±.002

.875

CDL-1409 .937 .500 .375 .281 .312 .062 .032

CDL-1411 .968 .625 .437 .343 .375 .062 .048

CDL-1413 1.031 .750 .500 .406 .437 .062 .048

.937

CDL-1509 .968 .500 .375 .281 .312 .062 .032

CDL-1511 1.000 .625 .437 .343 .375 .062 .048

CDL-1513 1.062 .750 .500 .406 .437 .062 .048

1.000

CDL-1609 1.000 .500 .375 .281 .312 .062 .032

CDL-1611 1.031 .625 .437 .343 .375 .062 .048

CDL-1613 1.093 .750 .500 .406 .437 .062 .048

1.062

CDL-1709 1.031 .500 .375 .281 .312 .062 .048

CDL-1711 1.062 .625 .437 .343 .375 .062 .048

CDL-1713 1.125 .750 .500 .406 .437 .062 .048

1.125

CDL-1809 1.062 .500 .375 .281 .312 .062 .048

CDL-1811 1.093 .625 .437 .343 .375 .062 .048

CDL-1813 1.156 .750 .500 .406 .437 .062 .048

1.187

CDL-1909 1.093 .500 .375 .281 .312 .062 .048

CDL-1911 1.125 .625 .437 .343 .375 .062 .048

CDL-1913 1.187 .750 .500 .406 .437 .062 .048

1.250

CDL-2009 1.125 .500 .375 .281 .312 .062 .048

CDL-2011 1.156 .625 .437 .343 .375 .062 .048

CDL-2013 1.218 .750 .500 .406 .437 .062 .048

1.312

CDL-2109 1.156 .500 .375 .281 .312 .062 .048

CDL-2111 1.187 .625 .437 .343 .375 .062 .048

CDL-2113 1.250 .750 .500 .406 .437 .062 .048

1.375

CDL-2209 1.187 .500 .375 .281 .312 .062 .048

CDL-2211 1.218 .625 .437 .343 .375 .062 .048

CDL-2213 1.281 .750 .500 .406 .437 .062 .048

1.437

CDL-2309 1.218 .500 .375 .281 .312 .062 .048

CDL-2311 1.250 .625 .437 .343 .375 .062 .048

CDL-2313 1.312 .750 .500 .406 .437 .062 .048

1.500

CDL-2409 1.250 .500 .375 .281 .312 .062 .048

CDL-2411 1.281 .625 .437 .343 .375 .062 .048

CDL-2413 1.343 .750 .500 .406 .437 .062 .048
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